
32.28 -  “DD” series tensioning jacks 
 
The “DD” series of jacks is available in four models which differ according to use characteristics. 
They are equipped with 10 m long flexible tubes and spanners of different sizes for all the types of bars 
from 26.5mm to 50mm. They are set up for automatic tightening. When the special spanner is inserted 
in the jack, the nut can be tightened keeping the bar under tension. This avoids the use of seatings and 
manual tightening operations. 
“DD” jacks have two robust handles for easy handling. The jacks operate with all the pumps with the 
following characteristics: 
- Working pressure of 550 bar, 
- Switch-over oil hydraulic circuit, flow and return (with return discharge). 
 

 
 
 

DD2000KN jack 
 
 
The equipment is supplied with operating instructions and CE marking, it is identified by a part 
number and a type of construction for each component.  
DD jacks are supplied with the following components: 
- Tensioning cylinder, 
- 10 m hydraulic extensions, 
- Additional spanners for nuts associated with the bar capacity, 
- Nut for nut pretightening, 
- Connection sleeve. 

                            
Tightening is by way of chain transmission (inside the jack) driven by a special lever.  
The lever is supplied with a special device that permits both nut unscrewing and screwing. the chain 
connects the gears that allow the tightening of the nut; the assembly is protected by a robust casing.  
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32.29 -  Characteristics of the “DD” jacks 

 

                                                                                                   
                                                                                                    (Jacks for tensioning bars with tightening) 

 
 
 
 
 
 
 
 
 
 

 
DD1200KN jack 

 
 
 
 
 
 

Characteristics U.M. DD700KN DD1200KN DD2000KN DD2600KN 
Capacity KN 700 1.200 2.000 700 
Stroke mm 50 50 50 50 
Weight Kg 42 54 95 42 
Stressing section cm2 132,47 235,5 439,60 132,47 
Max. stressing pressure bar 550 550 550 550 
Max. return pressure bar 100 100 100 100 
Tensioning extension mm. 100 120 150 100 
Max. diameter mm. 300 365 500 300 
Length mm. 460 510 670 460 
Subject to modification                                                                                                                   Further data is available on request 
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